Patent Abstracts of Japan 


PUBLICATION NUMBER 
PUBLICATION DATE 

APPLICATION DATE 
APPLICATION NUMBER 


EUROPEAN PATENT OFFICE /J* U** - 


01162544 
27-06-89 

19-12-87 
62320104 


APPLICANT : HITACHI LTD; 
INVENTOR : YABUKI TAKASHI; 
INT.CL. : B22D 11/06 

TITLE : METHOD AND APPARATUS FOR ROLL 

TYPE STRIP CONTINUOUS CASTING 



o 


ABSTRACT : PURPOSE: To prevent uneven cooling of a strip by continuously spraying coating agent 
on surface of a rotating roll and controlling this coating rate based on surface temp of the 
roll. 

CONSTITUTION: The surface temps, of the rolls before spraying are detected with 
surface thermometers 13a, 13b and these detected signals are transmitted to the control 
panels 12a, 12b, and control signals are transmitted to the pressure control valves 11a, 
1 1b to control each blowing speed and blowing quantity of the coating agent in the range 
of setting value based on the roll temp. The coating agent is contained in the coating 
agent vessels 8a, 8b and the compressed air from a compressed air sources 10a, 10b is 
supplied into the spray nozzles 4d, 4b through the pressure control valves 1 1a, 1 1b and 
the coating agent is sprayed from the nozzles 4a, 4b, while adjusting blowing quantity of 
the coating agent by adjusting the compressed air pressure. 
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